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DEPENDABLE GSL® K2.6 OVER KEENE QUIET QURL®

MINIMUM 23/32" SUBFLOORING
3 1/2" THICK BATT INSULATION SECURED JOISTS
/— QUIET QURL® SOUND MAT
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5/8" GYPSUM BOARD OVER 1/2" RC BRAND CHANNEL
CONNECTION TO BOTTOM OF FRAMING MEMBER TO
FINISHED SIDE OF 5/8" GYPSUM BOARD - 2"

FRAMING PER STRUCTURAL PLANS
KEENE CYLENT ASSURANCE™ CLIP
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TYPICAL ASSEMBLY
NOTES: (NOT TO SCALE)

1. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.

2. DO NOT SCALE DRAWING.

3. THIS DRAWING IS INTENDED FOR USE BY ARCHITECTS, ENGINEERS, CONTRACTORS, CONSULTANTS AND DESIGN PROFESSIONALS
FOR PLANNING PURPOSES ONLY. THIS DRAWING MAY NOT BE USED FOR CONSTRUCTION.

4. ALL INFORMATION CONTAINED HEREIN WAS CURRENT AT THE TIME OF DEVELOPMENT BUT MUST BE REVIEWED AND APPROVED BY
THE PRODUCT MANUFACTURER TO BE CONSIDERED ACCURATE.

5. PLEASE FOLLOW SPACING RECOMMENDATIONS OF RC CHANNEL MANUFACTURER.

6. PLEASE FOLLOW ALL UL ASSEMBLY FIRE DESIGN CRITERIA

7. CONTRACTOR'S NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT www.CADdetails.com/info AND ENTER
REFERENCE NUMBER 1743-084.
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